§80.123

§80.123 Service to stations on land.

Marine VHF public coast stations, in-
cluding AMTS coast stations, may pro-
vide public correspondence service to
stations on land in accordance with the
following:

(a) The public coast station licensee
must provide each associated land sta-
tion with a letter, which shall be pre-
sented to authorized FCC representa-
tives upon request, acknowledging that
the land station may operate under the
authority of the associated public
coast station’s license:

(b) Each public coast station serving
stations on land must afford priority to
marine-originating communications
through any appropriate electrical or
mechanical means.

(c) Land station identification shall
consist of the associated public coast
station’s call sign, followed by a unique
numeric or alphabetic unit identifier;

(d) Radio equipment used on land
must be type accepted for use under
part 22, part 80, or part 90 of this chap-
ter. Such equipment must operate only
on the public correspondence channels
authorized for use by the associated
public coast station;

(e) Transmitter power shall be in ac-
cordance with the limits set in §80.215
for ship stations and antenna height
shall be limited to 6.1 meters (20 feet)
above ground level;

(f) Land stations may only commu-
nicate with public coast stations and
must remain within radio range of as-
sociated public coast stations; and,

(9) The land station must cease oper-
ation immediately upon written notice
by the Commission to the associated
public coast station that the land sta-
tion is causing harmful interference to
marine communications.

[62 FR 40304, July 28, 1997]

SPECIAL PROCEDURES—PRIVATE COAST
STATIONS

§80.131 Radioprinter operations.

Radioprinter operations provide a
relatively low cost system of record
communications between authorized
coast and ship stations in accordance
with the following paragraphs.

(a) Supplementary eligibility require-
ment. A radioprinter authorization for
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a private coast station may be issued
to the owner or operator of a ship of
less than 1600 gross tons, a community
of ships all of which are less than 1600
gross tons, or an association whose
members operate ships of less than 1600
gross tons.

(b) Scope of communications. Only
those communications which concern
the business and operational needs of
vessels are authorized.

(c) Assignment and use of frequencies.
(1) Frequencies may be assigned to pri-
vate coast stations for radioprinter use
from the appropriate bands listed in
subpart H of this part.

(2) Frequencies in the listed bands
are shared with other radio services in-
cluding the maritime mobile service.
Each assigned frequency is available on
a shared use basis only, not for the ex-
clusive use of any one station or li-
censee.

(d) Coast station responsibilities. (1)
Private coast stations must propose
frequencies and provide the names of
ships to be served with the application.

(2) Private coast station licensees
must provide copies of their license to
all ships with which they are author-
ized to conduct radioprinter oper-
ations.

§80.133 Private coast stations using
facsimile in Alaska.

Facsimile techniques may be imple-
mented in accordance with the fol-
lowing paragraphs.

(a) Private coast stations in Alaska
are eligible to use facsimile techniques
with associated ship stations and other
private coast stations in accordance
with §80.505(b).

(b) The frequency 156.425 MHz is as-
signed by rule to private coast stations
in Alaska for facsimile transmissions.

(c) Equipment used for facsimile op-
erations is subject to the applicable
provisions of subpart E of this part.

[62 FR 40305, July 28, 1997]
SPECIAL PROCEDURES—SHIP STATIONS

§80.141 General provisions for ship
stations.

(a) Points of communication. Ship sta-
tions and marine utility stations on
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board ships are authorized to commu-
nicate with any station in the mari-
time mobile service.

(b) Service requirements for all ship sta-
tions. (1) Each ship station must re-
ceive and acknowledge all communica-
tions which are addressed to the ship
or to any person on board.

(2) Every ship, on meeting with any
direct danger to the navigation of
other ships such as ice, a derelict ves-
sel, a tropical storm, subfreezing air
temperatures associated with gale
force winds causing severe icing on su-
perstructures, or winds of force 10 or
above on the Beaufort scale for which
no storm warning has been received,
must transmit related information to
ships in the vicinity and to the au-
thorities on land unless such action
has already been taken by another sta-
tion. All such radio messages must be
preceded by the safety signal.

(3) A ship station may accept com-
munications for retransmission to any
other station in the maritime mobile
service. Whenever such messages or
communications have been received
and acknowledged by a ship station for
this purpose, that station must re-
transmit the message as soon as pos-
sible.

(c) Service requirements for vessels.
Each ship station provided for compli-
ance with Part Il of Title Ill of the
Communications Act must provide a
public correspondence service on voy-
ages of more than 24 hours for any per-
son who requests the service. Compul-
sory radiotelephone ships must provide
this service for at least four hours
daily. The hours must be prominently
posted at the principal operating loca-
tion of the station.

(d) Operating conditions. Effective
August 1, 1994, VHF hand-held, portable
transmitters used while connected to
an external power source or a ship an-
tenna must be equipped with an auto-
matic timing device that deactivates
the transmitter and reverts the trans-
mitter to the receive mode after an un-
interrupted transmission period of five
minutes, plus or minus 10 percent. Ad-
ditionally, such transmitters must
have a device that indicates when the
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automatic timer has deactivated the
transmitter. See also §80.203(c).

[51 FR 31213, Sept. 2, 1986, as amended at 56
FR 57988, Nov. 15, 1991; 68 FR 46961, Aug. 7,
2003]

§80.142 Ships using radiotelegraphy.

(a) Calling by narrow-band direct-print-
ing. (1) NB-DP ship stations must call
United States public coast stations on
frequencies designated for NB-DP oper-
ation.

(2) Where it is known that the coast
station maintains a watch on working
frequencies for ship station NB-DP
calls the ship station must make its
initial NB-DP call on those fre-
quencies.

(3) Calls to a coast station or other
ship station must employ the following
format: Coast station identification
number, repeated twice; “DE”, sent
once; and ship station selective call
number, repeated twice. When the
coast station does not reply to a call
sent three times at intervals of two
minutes, the calling must cease for fif-
teen minutes.

(b) NB-DP operating procedure. The
operation of NB-DP equipment in the
maritime mobile service must be in ac-
cordance with the operating procedures
contained in the latest version of ITU-
R Recommendation M.492-6, “Oper-
ational Procedures for the use of Di-
rect-Printing Telegraph Equipment in
the Maritime Mobile Service,” with
Annex, 1995, that does not prevent the
use of existing equipment. ITU-R Rec-
ommendation M.492-6 with Annex is in-
corporated by reference. The Director
of the Federal Register approves this
incorporation by reference in accord-
ance with 5 U.S.C. 552(a) and 1 CFR
Part 51. Copies of this standard can be
inspected at the Federal Communica-
tions Commission, 445 12th Street, SW,
Washington, DC (Reference Informa-
tion Center) or at the National Ar-
chives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call

202-741-6030, or go to: http://
www.archives.gov/federal register/
code of federal regulations/

ibr _locations.html. The ITU-R Rec-

ommendation can be purchased from
the International Telecommunication



